®
(KUSAM-MECD) 1 PHASE & 3 PHASE HARMONICS TRMS
Anisosoor:2015comeany  POWER CLAMPMETER WITH PC INTERFACE

FEATURES :
e Fully automatic range selection MOdeI' KM 2746

e “OL” Over-range display
e “HOLD” Function is shown on LCD
e Frequency Detection : Automatic (when Harmonic is
serious, it is better to use manual settings for testing
frequency so as to assure the reading stability) CAT Il 600V
e Data Storage : 100 groups fo test parameters
e MAX/MIN Record mode
e PC-comm computer interface capabilities RS-232

GENERAL SPECIFICATIONS : R
e Display : 4 digit 6000 counts LCD Backlight display for displaying i
measurement operation function, test result & unit sign. CE,W,:
e Jaw Opening : ® 55mm B (& -
e Max. common-mode voltage : 600V AC RMS
e Storage Temperature : -20°C ~70°C
e Operating Temperature : 0°C ~40°C
e Temperature coefficient :0.05 x(specified accuracy) per °C
e Operating Altitude : 2000m CAT Il 600V; 3000m CAT Il 600V
e Store Altitude : 12000m > 2000m
e Electromagnetic compatibility: In an RF field of 3V/M, accuracy=specified

accuracy, otherwise accuracy is unspecifieced.
e Power supply : 4 batteries of 1.5V, AA
e Power consumption : 250 m\W.
e Dimensions : 300mm x 103mm x 51mm

. . Preliminary Data

e Weight : Approx. 5009 (battery included)
SAFETY :

ACCESSORIES : Test probe, test clip, Software CD, instruction manual,
EN 61010-1, CAT Il 600V

Battery, carrying case.

TECHNICAL SPECIFICATIONS KM 2746

Accuracy : #(% read + graduation #) ambient temperature: 18 °C ~ 28°C, Humidity 80%,
frequency for voltage, current : 45Hz~ 65 Hz

AC VOLTAGE AC CURRENT
Range Resolution Accuracy Range Resolution Accuracy
80 V 01 V 20 A 0.01 A
180 V . 40 A 0.01

01 V + (1.0%rdg + 5dgts)
400 V 1V 100 A 0.1
600 V 1V 200 A 0.1

Input Impedance: 1 MQ // 10 pF 450 A 1

Max.:allowed overload voltage: 750 V (RMS). 1000 A 1

A
A
+ (2.%rdg + 5dgts)
A
A

Max.:allowed overload voltage: 1200 A.

All Specifications are subject to change without prior notice.
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Single-phase active power Three-phase active power

Range Resolution Accuracy Range Resolution Accuracy
30 kw 0.01 kW 3 kVA 0.001 kVA
60 kw 0.01 kW 12 kVA 001 KVA
120 kW + (3%rdg + 5dgts) 30 kvA + (3%rdg + 5dgts)
150 kw 120 kVA
300 kw ' 150 kVA 0.1 kVA

600 kW 600 kVA

Min.: test current: 2A; Min. test voltage; 50V. Min.. test current: 2A; Min. test voltage; 50V.
Power Factor

Frequency Range Resolution Accuracy
Range Resolution Accuracy 0.3 ~ 1 Capacitive
30Hz~1kHz | 0.1 Hz + (0.5%rdg + 1dgts) 0.3 ~ 1 Inductive 0.001

+ (0.2%rdg + 2dgts)

Min.: test voltage; 50V. Min.: test current: 2A; Min. test voltage; 50V.

Harmonic Test Passive Power

Harmonic Number! Pricision Of Harmonic Voltage Range Resolution Accuracy
1 + (3.0%rdg + 10dgts) 3 kVAr 0.001 kVAr
2-6 + (3.5%rdg + 10dgts) 12 kVAr
7-8 + (4.5%rdg + 10dgts) 30 kVAr
9-10 + (5.0%rdg + 10dgts) 120 kVAr
11-15 * (7%rdg + 10dgts) 150 kVAr 0.1 KkVAr
16-20 + (10%rdg + 10dgts) 600 KkVAr

0.01 kVAr

+ (3%rdg + 5dgts)

Min.: Min. test voltage; 50V; test current: 2A; Min.: Input current: 2A; Min. Input voltage; 50V.
Passive power Var is calculated according to the
measured V, A, and kW value.

All Specifications are subject to change without prior notice.

® Shop no.18, 1st Floor, CIDCO Shopping Complex, Plot # 9, Sector-7, Rajiv Gandhi Marg,
K“SHm-mEEn Sanpada, Navi Mumbai - 400705. Tel.: 022-27754546 / 27750662 / 27750292
An ISO 9001:2015 Company Email : sales@kusam-meco.co.in  Website : www.kusamelectrical.com
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